Compression IUYS (ring and fork connector, insulated)

Squeeze snap-on connection, Material Technical data

tape product e halogen-free Temperature range: up to +115°C
Polycarbonate-insulated connection material ¢ . Temperature range temporary: +130°C
on tape has been developed as a So?f e ..ctolppe(;

cost-effective solution for medium and small urrace: tinne Self-extinguishing acc. to UL 94 VO
pre-fabricated cables. Insulation: partially-insulated

Note
Flat connector / flat taps / pin-type cable lug as tape product on request.

ring connector

Part No. Type Colour Cross section Units net EUR/100 items at acceptance of
mm?2 up to 5000 5001 - 10000 10001 - 50000

93740 BHA 3 red 05-10 2000 o.r. o.r1. o.r1.
93741 BHA 35 red 05-1,0 2000 o.r. o.r. o.r
93742 BHA 4 red 05-10 2000 o.r1. o.r1. 0.1
93743 BHAS red 05-1,0 2000 o.r. o.r. o.r
93744 BHA 6 red 05-10 2000 o.r1. o.r1. 0.1
93745 BHB 3 blue 15-25 1750 o.r. o.r. o.r
93746 BHB 4 blue 15-25 1750 o.T. o.T. 0.1
93747 BHB 5 blue 15-25 1750 o.r. o.r. o.r
93748 BHB 6 blue 15-25 1750 o.T. o.T. 0.1
93749 BHB 8 blue 15-25 1750 o.r. o.r. o.r
93750 BHC 4 vellow 40-6,0 1250 o.T. o.T. o.r
93751 BHC S yellow 4,0-6,0 1250 o.r. o.r. o.r
93752 BHC 6 vellow 4,0-6,0 1250 o.T. o.T. o.r
93753 BHC 8 yellow 4,0-6,0 1250 o.r. O.rT. o.r

fork connector

Part No. Type Colour Cross section Units net EUR/100 items at acceptance of
mm? up to 5000 5001 - 10000 10001 - 50000

93754 BHA 35 F red 05-1,0 2000 o.r. o.r. o.r.
93755 BHA4F red 05-1,0 2000 O.T. O.T. O.T.
93756 BHASF red 05-1,0 2000 o.r. o.r. o.r.
93757 BHAGF red 05-1,0 2000 O.T. O.T. O.T.
93758 BHB3 F blue 15-25 1750 o.r. o.r. o.r.
93759 BHB 35 F blue 1,9 =25 1750 O.T. O.T. O.T.
93760 BHB 4 F blue 15-25 1750 o.r. o.r. o.r.
93761 BHBSF blue 1,9 =25 1750 O.T. O.T. O.T.
93762 BHB 6 F blue 15-25 1750 o.r. o.r. o.r.
93763 BHC4F yellow 40-6,0 1250 O.T. O.T. O.T.
93764 BHCSF yellow 40-6,0 1250 o.r. o.r. o.r.
93765 BHCG6 F yellow 40-6,0 1250 O.T. O.T. O.T.
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