
HELUTHERM® 400 Insulation class C, halogen-free
 

 

PropertiesCable structureTechnical data
● Stranded nickel conductor● ●Special core insulation mono or multi

coloured
These cables have very good electronic,
chemical and radiation resistant properties● Overlapping with special heat-resistant

impregnation  
Note

● Temperature range
-60°C to +400°C
operating temperature
(up to +450°C for short time)

● Colour identification through helix
(colour see table) ● Also available with additional Kapton film

at extra cost.
● Nominal voltage 500 V
● Test voltage 2000 V
● Minimum bending radius
15x outer Ø
● Radiation resistance
up to 1x1010 cJ/kg (up to 1x104Mrad)

 

Application
The wide temperature range offered by this cable type makes it especially suited for use in the aviation and aerospace industries, for atomic power
stations and in the steel making and chemical industries. For the critical applications, for example mechanical stress, we advise for consultation.
= The product is conformed with the EC Low-Voltage Directive 2006/95/EC.
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kg / km

Outer Ø
app. mm

Conductor
construction

Cross-
sec.
mm²

5091350910509125090950911509085090750906509055090450903509025090050901Part no.
--------------4,82,216 x 0,20,5
5092750924509265092350925509225092150920509195091850917509165091450915Part no.
--------------7,22,424 x 0,20,75
5094150938509405093750939509365093550934509335093250931509305092850929Part no.
--------------9,62,732 x 0,21
5095550952509545095150953509505094950948509475094650945509445094250943Part no.
--------------14,42,830 x 0,251,5
5096950966509685096550967509645096350962509615096050959509585095650957Part no.
--------------24,03,450 x 0,252,5
5098350980509825097950981509785097750976509755097450973509725097050971Part no.
--------------38,04,556 x 0,34
5099750994509965099350995509925099150990509895098850987509865098450985Part no.
--------------58,04,984 x 0,36
5156251559515615089851560508975089650895508945089350892508915020950890Part no.
--------------96,05,8141 x 0,310
5157651573515755157251574515715157051569515685156751566515655156351564Part no.
--------------154,07,4226 x 0,316
5159051587515895158651588515855158451583515825158151580515795157751578Part no.
--------------240,09,6196 x 0,425
5160451601516035160051602515995159851597515965159551594515935159151592Part no.
--------------336,011,5276 x 0,435
5161851615516175161451616516135161251611516105160951608516075160551606Part no.
--------------480,012,7396 x 0,450
5163251629516315162851630516275162651625516245162351622516215161951620Part no.
--------------672,016,0360 x 0,570
5164651643516455164251644516415164051639516385163751636516355163351634Part no.
--------------912,018,0485 x 0,595
5166051657516595165651658516555165451653516525165151650516495164751648Part no.
--------------1152,019,0608 x 0,5120
5167451671516735167051672516695166851667516665166551664516635166151662Part no.
--------------1440,022,0756 x 0,5150
5168851685516875168451686516835168251681516805167951678516775167551676Part no.
--------------1776,024,0944 x 0,5185
5170251699517015169851700516975169651695516945169351692516915168951690Part no.
--------------2304,027,01222 x 0,5240

 

Dimensions and specifications may be changed without prior notice. (RK01)
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