
PUR Single Core  cold resistant, halogen-free
 

 

PropertiesCable structureTechnical data
● Bare copper-conductor, to
DIN VDE 0295 cl.5, fine-wire,
BS 6360 cl.5, IEC 60228 cl.5

● ●PUR-single cores, halogen-free Halogen-free
●● Flexible at low temperatures up to -40°CTemperature range

-40°C to +80°C
(up to +100°C for short time)

● Resistant against pressure
● Core insulation of special PUR ● Overroll steady
● Core identification see table below● Operating voltage 1000 V ● Cut and scratchproof

● Test voltage
3500 V, 15 min.

Resistant to
● Oil

● Minimum bending radius
occasionally moved 10x core Ø
fixed installation 5x core Ø

● See and waste water
● Acids
● Lye

● Radiation resistance
up to 100x106 cJ/kg (up to 100 Mrad)

● UV-radiation
 

Application
PUR-single cores are suited for installation in switch cabinets, cable assemblies and electronic equipment. Inductive loops in the road surface for
controlling of light signalling equipment.
= The product is conformed with the EC Low-Voltage Directive 2006/95/EC.
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5015

GN-YE
-

BK
9005

Cop.
weight
kg / km

Outer Ø
app. mm

Cross-
sec.
mm²
app. RAL

506645066350659506625066050661506585065750656506555065450653506525065050651Part no.
---------------4,82,20,5
506795067850674506775067550676506735067250671506705066950668506675066550666Part no.
---------------7,22,40,75
506945069350689506925069050691506885068750686506855068450683506825068050681Part no.
---------------9,62,51
507095070850704507075070550706507035070250701507005069950698506975069550696Part no.
---------------14,43,01,5
507245072350719507225072050721507185071750716507155071450713507125071050711Part no.
---------------24,03,72,5
507395073850734507375073550736507335073250731507305072950728507275072550726Part no.
---------------38,04,34
507545075350749507525075050751507485074750746507455074450743507425074050741Part no.
---------------58,05,16
507695076850764507675076550766507635076250761507605075950758507575075550756Part no.
---------------96,06,810
507845078350779507825078050781507785077750776507755077450773507725077050771Part no.
---------------154,07,816
507995079850794507975079550796507935079250791507905078950788507875078550786Part no.
---------------240,010,025
508145081350809508125081050811508085080750806508055080450803508025080050801Part no.
---------------336,011,435
508295082850824508275082550826508235082250821508205081950818508175081550816Part no.
---------------480,013,250
508445084350839508425084050841508385083750836508355083450833508325083050831Part no.
---------------672,015,470
508595085850854508575085550856508535085250851508505084950848508475084550846Part no.
---------------912,017,795
508745087350869508725087050871508685086750866508655086450863508625086050861Part no.
---------------1152,019,2120
508895088850884508875088550886508835088250881508805087950878508775087550876Part no.
---------------1440,022,0150

 

Dimensions and specifications may be changed without prior notice. (RK01)
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