
IVSLAN Cable
IBM P/N 33G2772

 

 

IBM P/N 33G8224
type 1A mini

IBM P/N 33G2775
type 6A

IBM P/N 33G2772
type 1A

Cable structure

0,4 mm0,48 mm0,64 mmInner conductor Ø:
Copper, bareCopper, bareCopper, bareConductor material:
Foam-skin-PEFoam-skin-PEFoam-skin-PECore insulation:
444Number of cores:
bk/og, rd/gnbk/og, rd/gnbk/og, rd/gnCore colours:
Al-FoilAl-FoilAl-FoilScreen over stranding element:
Cu braid, tinnedCu braid, tinnedCu braid, tinnedScreen over stranding 1:
---Screen over stranding 2:
PVCPVCPVCOuter sheath material:
app. 5,5 mm x 8,9 mmapp. 7,8 mmapp. 7,6 mm x 11,9 mmCable dimensions:
BlackBlackBlackOuter sheath colour:

 

Electrical data
150 Ohm150 Ohm

±  15 Ohm at 3 to 20 MHz
150 Ohm
±  15 Ohm at 3 to 20 MHz

Characteristic impedance:
±  15 Ohm at 3 to 20 MHz
235 Ohm235 Ohm

±  35.25 Ohm at 38.4 kHz
185 Ohm
±  18.5 Ohm at 38.4 kHz

 
±  23.5 Ohm at 38.4 kHz
390 Ohm390 Ohm

±  58.5 Ohm at 9.6 kHz
270 Ohm
±  27 Ohm at 9.6 kHz

 
±  39 Ohm at 9.6 kHz
151 Ohm/km151 Ohm/km57,1 Ohm/kmDirect current resistance:
78 %-78%Rel. propagation velocity:

 

Typical values
100201002010020(MHz)Frequency
18,77,412,34,918,77,4(dB/100m)Attenuation
49,060,039,050,060,080,0(db)Next

 

Technical data
app. 60 kg/kmapp. 70 kg/kmapp. 85 kg/kmWeight:
84 mm117 mm110 mmbending radius, repeated:
-10°C-10°C-10°COperating temperature range min.:
+70°C+70°C+70°COperating temperature range max.:
0,68 MJ/m0,78 MJ/m1,70 MJ/mCaloric load, approx. value:
21,00 kg/km25,00 kg/km38,00 kg/kmCopper weight:

 

Application
HELUKABEL® IVS types are used in the area of the IVS system, developed by IBM. They correspond to the wiring guidelines set by IBM.
 

80070, IBM P/N 33G8224
type 1A mini

80071, IBM P/N 33G2775
type 6A

80068, IBM P/N 33G2772
type 1A

Part no.

Dimensions and specifications may be changed without prior notice.
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